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JAPAN FACTORY

WHY DO
PROFESSIONALS
CHOOSE OREC?

The outdoor crew responsible for managing large properties faces 
significant mental and physical challenges when using inadequate 
equipment. This is especially true for landscapers, park and trail 
teams, property maintenance workers, and farmers. Inefficient 
equipment not only drains their energy and time but also diminishes 
their enjoyment and connection to the land they care for. OREC 
is passionate about helping these professionals by providing 
innovative outdoor solutions. When our customers work smarter, 
they dream bigger about the outdoor projects they can now take 
on with even bigger smiles of appreciation and love for their land. 

Orec combines engineering excellence with high-quality 
materials to build reliable equipment that helps you work 
efficiently. Our products ensure you get the job done right 
every time, valuing your time and productivity.

Inspired by customers, Orec designs unique tools to meet 
specific needs. From the ride-on Brush Rover mower to 
the zero-turn Snow Rhino plow, our innovative machines 
help outdoor professionals complete jobs faster and more 
easily than ever.

At Orec, we are dedicated to serving our customers. If you 
encounter a new challenge or product issue, we’re here 
to help. Our service team is always ready with answers 
and can assist with parts or questions via email, phone, or 
social media.

With your Orec machine, you’ll not only get the job done 
right but also enjoy doing it. Orec makes tackling any 
terrain fun, and you’ll smile seeing how effectively it 
works. At Orec, we believe in adding a bit of fun to your 
hard work!

Durability

Innovation

Service

Fun

WORK SMARTER. 
DREAM BIGGER.
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ZGR42

ENGINE VANGUARD V-TWIN 305777

NET POWER 16HP(SAE J1940)

FUEL TANK 5 Gallons (19L)

CUTTING WIDTH 42” (1068mm)

CUTTING HEIGHT 1.25” to 4”(32mm to 102mm)

Battery required, sold separately.

Zero-Turn
Original Zero-Turn Transmission by OREC is highly reactive and 
allows for deliberate maneuvering around obstacles and tight 
turns.

Narrow Gates? No Problem!
The Winged Badger by OREC fits through a 36” gate and cuts 42” wide, giving you a fast cut up to 2.97 acres per hour, and a beautiful finish 
in the back yard. Quickly and easily adjust the cut height in .25” increments from 1.25” up to 4”. When you finish your work, lock the blade 
guards and fold the stand-on platform upright to save space during long-term storage or transport.

Compact Cutting Deck 　　　　　　　　　　　　　　　　
The 4-inch (101mm) deep decks ensure smooth airflow, enhancing 
cutting performance. A chute blocker can be installed, and the side 
deflector can be removed if needed.

Stand-On Platform 
Stand-on platform allows faster operation, up to 2.97 acres 
per hour. Platform stows upright for transport or walk-behind 
operation.

WINGED
BADGER

UNLEASH 
THE BEAST
IN YOUR 
YARD

UP TO 2.97
Acres/Hour

EFFICIENCY

UP TO 
7.3 MPH

SPEEDS

42 inch

34 inch

Flail Blades
The two steel flail blades reduce spindle damage from obstacles.

FIN ISH CUT MOWER

Features



RIDING BRUSH MOWER
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Features

RID ING BRUSH MOWER

ENGINE VANGUARD V-TWIN 386777

NET POWER 23HP(SAE J1940)

FUEL TANK 5 Gallons (19L)

CUTTING WIDTH 38.4” (975mm)

RM982F(4WD)

CUTTING HEIGHT 3” to 6” (80mm to 160mm)

UP TO 2.10
Acres/Hour

EFFICIENCY

 
UP TO 

6.2 MPH

SPEEDS

 
UP TO 

20°

CLIMBING
ABILITY

RM982(2WD)

CUTTING HEIGHT 2” to 5”(50mm to 130mm)

UP TO 2.40
Acres/Hour

EFFICIENCY

 
UP TO 

7.4 MPH

SPEEDS

 
UP TO 

15°

CLIMBING
ABILITY

Battery required, sold separately.

Adjustable Steering Wheel
The steering wheel height and angle can be 
adjusted to suit the operator’s physique.

Hydrostatic Drive (HST) 
Tilt the the hydrostatic drive transmission 
lever forward to move the Rover forward, 
tilt the lever back if you want the machine 
to back up. 

Headlights
Dual front headlights give you better 
visibility at dawn or dusk.

ON/OFF Differential Lock
Just by switching the differential lock 
lever, you can lock the differential gear 
inside the transmission, giving your Brush 
Rover added traction. 

ROPS and Seatbelt
For your safety, always operate while 
wearing a seatbelt and with the ROPS in 
the upright position, except when working 
under trees or on flat ground. 

Variable Blade Height
You can change the cutting height using 
the blade height adjustment lever to best 
suit the specific terrain and your brush 
clearing needs. 

RM982F

RM982

ACCESSORIES
Urethane Foam Tire

2WD

Front (R) 0346-31000 (L) 0346-32000

Rear (R) 0347-38000 (L) 0347-39000

4WD

Front (R) 0347-36000 (L) 0347-37000

Rear (R) 0347-38000 (L) 0347-39000

BRUSH ROVER

MAKE BRUSH
CUTTING FUN

Flail Cutting Blades
With two flail blades on both ends of the main blade and its rock-solid 
spindle, outdoor professionals and large property owners can take 
down thick brush, saplings, and tall fields of grass.

Stamped COR-TEN® Deck
Our cutting deck is made of COR-TEN* weathered steel. This is a 
lightweight but tough steel that is corrosion-resistant and stronger 
than normal steel of the same thickness.

+
WATCH 
VIDEO

87



The Flail Blade ADVANTAGE
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Track Drive　                            　　　　　　　　　　　　
Our advanced track system gives you great traction and the ability 

to make tight turns using the brake steering clutch. 

(AHRC663 only)

SULKY SET
0336-80000　*Only for AHRC663

Tough
If the blades hit rocks or stumps, the flails 
pivot and release shock which protects the 
spindle from damage.

Superior 
Cutting

Rotary mowers cut only the bottom of high 
weeds and often leave them standing. Our 
flail blades rotate in an “up-cut” motion, 
to catch the whole plant at once, and the 
Cyclone mulches while cutting!

Safety

Unlike rotary mowers, which can throw 
objects in all directions, the Cyclone’s steel 
flap guards help keep dangerous objects 
inside the deck.

Why do PROFESSIONALS choose Orec’s flail mower? 

CYCLONE
FLAIL MOWER

MULCH BRUSH
IN MORE PLACES

ENGINE HONDA GX270

NET POWER 8.4HP(SAE J1349)

CUTTING WIDTH 25.6” (650mm)

CUTTING HEIGHT 2” to 4”(50mm to 100mm)

AHRC663 (Track)

AHR662 (Wheel)

UP TO 0.54
Acres/Hour

EFFICIENCY

UP TO 0.54
Acres/Hour

EFFICIENCY

UP TO
2.1 MPH

SPEEDS

UP TO
2.1 MPH

SPEEDS

UP TO 
15°

CLIMBING
ABILITY

Steering Lever
Just grip the steering lever to turn the machine 

- no hassle, no fatigue! 

Blade Height Adjustment　　　　　　　　　　　　　
With the turn of a lever, you can offset the front arm and change 

the blade height as needed. 

ACCESSORIES

AHRC663

AHR662

WATCH 
VIDEO

WALK-BEH IND FLAIL MOWER

Features
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SH72H

ENGINE HONDA GXV390

NET POWER 10.2HP(SAE J1349)

CUTTING WIDTH 27.5” (700mm)

CUTTING HEIGHT 2.3” to 4.5”(60mm to 115mm)

SF600

ENGINE HONDA GX200

NET POWER 5.8HP(SAE J1349)

TILLING WIDTH 19.7” (500mm)

TILLING DIAMETER 13”(330mm)

Front Wheel 
Mowing over rough, uneven 
terrain can be a tough job, but 
not when you have the Samurai. 
With the front wheel, you can 
turn without lifting the mower 
deck, saving you time and 
effort.

Rough Terrain Tires
The Gardenquake’s rough 
terrain tires keep you moving 
through mud and rough ground. 
The deep tread design helps you 
hold the machine steady while 
you prep your garden!

Blade Height 
Adjustment
With a few turns of a crank, you 
can set the blade to the height 
that works best for your cutting 
conditions. This will not only give 
you the best possible cut, but 
it will help you to avoid objects 
such as rocks and stumps. 

On/Off Differential 
Lock 
Shift the differential lock lever 
to get the wheels moving in 
tandem. This keeps you going 
in one direction while tilling, 
making it easier to control the 
Gardenquake.

On/Off Differential 
Lock
The Samurai’s locking 
differential feature gives you 
the option of having both wheels 
move in tandem, giving you 
added traction when working 
on slopes or on rough, uneven 
ground. 

Depth Adjustment Bar
If you need to till hard or  
rocky ground, set the depth 
adjustment bar to a shallow 
depth for easier ground 
breaking. 

HST Drive
The Samurai’s hydrostatic (HST) 
drive allows you to choose 
comfortable working speeds 
with one lever. 

Engine Guard
The Gardenquake is equipped 
with an engine guard to protect 
the engine from possible 
damage.  

DIG YOUR 
GARDEN

THIS SAMURAI 
SLAYS HIGH
WEEDS

SAMURAI,
HYDRO GARDENQUAKE

UP TO
2.3 MPH

SPEEDS

UP TO 0.42
Acres/Hour

EFFICIENCY

UP TO
2.8 MPH

SPEEDS

BRUSH CUTTER REAR TINE TILLER

FeaturesFeatures

WATCH 
VIDEO

WATCH 
VIDEO

EFFICIENCY

UP TO 0.64
Acres/Hour
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LS360

ENGINE HONDA GX120

NET POWER 3.2HP(SAE J1349)

BED SIZE

CLOSED
36” L x 23” W 
(914.4mm x 584.2mm) 
EXPANDED
43” L x 37” W 
(1092.2mm x 939.8mm) 

Brake Steering  
Grab a brake lever to turn the machine. Brake right, turn right. Brake 
left, turn left. It’s really that simple! No strenuous lifting or pushing 
required! 

Standard Parking Brake
The Trailblazer comes equipped with a transmission parking 
brake that will keep your load secure when the machine is 
stopped on slopes or uneven ground.

650 LB. MAX PAYLOAD
The Trailblazer can easily haul heavy loads up to 650 pounds across 
hilly terrain. 

DUAL-TRACK DRIVE
The dual tracks of the Trailblazer can cover steep slopes and 
obstacles with no problem—they can even handle stairs!

Manual Dump
The manual dump allows you to unload soft material and heavy loads.

TRANSPORTING
WITHOUT 
THE TROUBLE

TRAILBLAZER
TRANSPORTER

UP TO
2.1 MPH

SPEEDS

UP TO
20°

CLIMBING
ABILITY

WALK-BEH IND CARRIER

Features

Expandable Walls                                                        
Need to extend or remove a wall to haul your materials?
We’ve got you covered. Just turn the handles under the walls, and 
extend one, two, or all three of the front walls - secure your load 
and go!

WATCH 
VIDEO



ZERO TURN SNOW PLOW

SNOW RHINO
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A TRUE FIRST
OF ITS KIND

Full Trip Design 
When the machine encounters an obstacle, 
the entire moldboard will trip and float, 
helping prevent significant damage to the 
plow when hitting obstructions hidden 
under the snow, like uneven sidewalks, 
curbs, or large ice chunks.  

Blade Extension
Equipped with a 34” plow blade, and           
6” blade extensions on either side, the 
operator has the freedom to squeeze into 
those tighter spaces or use the extensions, 
bringing the blade to 46” across to clear 
larger areas more quickly.

Head/Rear Lights
The head and rear lights provide optimal 
sight and safety, even on the darkest of 
early morning snowfalls. 

Zero-Turn Track Drive
Durable dual tracks not only provide 
exceptional traction and stability in icy 
conditions, they also enable the operator 
to maneuver the machine up-and-over 
curbs up to a height of 4 inches.

Attaching a scraper helps reduce 
damage to both the road surface and 
the blades. Ideal for brick paves.

Stand-on Platform
Compared to a walk-behind machine or 
hand-shoveling, the stand-on platform 
helps prevent operator strain from clearing 
snow through the entire day. The stand-on 
platform can also be lifted up-and-away, 
converting the machine into a walk-behind 
unit for safely clearing slopes.

ACCESSORIES
HDPE Scraper KIT 
0939-80100

ZSG340

ENGINE HONDA GX340

NET POWER 10.7HP(SAE J1349)

PLOW WIDTH 34” (834mm) 46”(1168mm)*
*with extension

PLOW HEIGHT 18” (457mm)

UP TO 2.60
Acres/Hour*

EFFICIENCY

UP TO
5.6 MPH

SPEEDS

SNOW RHINO

Features

Adjustable Plow Angle/Height
The angle of the plow can be adjusted either direction by 15 or 30 degrees to direct snow off to the side. The plow can be set to any 
desired height with the ease of a simple toggle switch. These features give the operator the flexibility and precision as they need when 
facing situations that may otherwise hinder snow clearing ability.

WATCH 
VIDEO

Battery required, sold separately.

ZERO TURN SNOW PLOW
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DON'T WANT TO 
THROW SNOW? 
WET SNOW?
NO PROBLEM!

ACCESSORIES
Urethane Scraper 
0925-80100

SGW803

ENGINE HONDA GX160

NET POWER 4.8HP(SAE J1349)

PLOW WIDTH 31.5” (800mm)

PLOW HEIGHT 13” (330mm)

UP TO 0.73
Acres/Hour

EFFICIENCY

UP TO
2.3 MPH

SPEEDS

Dual-Track Drive
Durable dual tracks not only provide exceptional traction and 
stability in icy conditions, they also enable the machine to climb 
up-and-over curbs, and maneuvered up-and-down stairs.

By attaching a scraper, damage to the road surface and 
blades is reduced.

Quick Release Side Walls                                          
Quick release side walls allow each of the side walls to be
removed or attached without the need for tools.

SNOW BULL

Features

Adjustable Plow Angle/Height
The plow can be adjusted by 15 or 30 degrees in either direction, giving the operator full control over snow direction. The blade height 
locking feature allows for precise height adjustment, making snow removal on gravel or loose surfaces more efficient.

WATCH 
VIDEO

WALK-BEH IND SNOW PLOW
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SPECIFICATIONS

2WD BRUSH ROVER RM982/23

Engine VANGUARD V-TWIN 386777 Dimensions
with ROPS
 (up/down)

79” x 42” x 65” /47”  
1990mm x 1070mm x 1650/1180 mmNet Power 23HP (SAE J1940)

Fuel Tank 5 Gallon (19L) Transmission Orec original HST

Engine oil 1.8 qt. (1.7L) 
Wheel Size F: 13.6” (347 mm)

R: 17”(440 mm)Start system Electric

Cutting Width 38.4” (975 mm)
Speeds F: 0 to 7.4 mph (0 to 12 km/h)

R: 0 to 4.9 mph (0 to 8 km/h)Cutting Height 2” to 5” (50 mm to 130 mm)

Cutting Deck CORTEN, STAMPED Weight 727 lbs (330 kg)

4WD BRUSH ROVER RM982F/23

Engine VANGUARD V-TWIN 386777 Dimensions
with ROPS
 (up/down)

79” x 42” x 66” /48” 
1990 x 1070 x 1675/1205 mmNet Power 23HP (SAE J1940)

Fuel Tank 5 Gallon (19L) Transmission Orec original HST on-demand 4WD 

Engine oil 1.8 qt. (1.7L) 
Wheel Size F: 15.5” (397 mm)

R: 17”(440 mm)Start system Electric

Cutting Width 38.4” (975 mm)
Speeds F: 0 to 6.2 mph (0 to 10 km/h)

R: 0 to 4.9 mph (0 to 8 km/h)Cutting Height 3” to 6” (80 mm to 160 mm)

Cutting Deck CORTEN, STAMPED Weight 815 lbs (370 kg)

SAMURAI, HYDRO SH72H

Engine Honda GXV390
Dimensions 90” x 34” x 42” 

2310mm x 860mm x 1060 mmNet Power 10.2HP (SAE J1349)

Fuel Tank 2.2 qts (2.1L) Transmission Orec Heavy Duty HST

Engine oil 1.2 qts. (1.1L) Wheel/
Track Size 15.6” (397mm) Rear

Start system Manual

Cutting Width 27.5” (700 mm)
Speeds F: 0 to 2.3 mph (0 to 3.8 km/h)

R: 0 to 1.2 mph (0 to 2.0 km/h)Cutting Height 2.3” to 4.5” (60 mm to 115 mm)

Blades Single Weight 305 lbs (138 kg)

GARDENQUAKE SF600

Engine Honda GX200
Dimensions 67” x 23” x 38” 

1690 mm x 590 mm x 970 mmNet Power 5.8 HP (SAE J1349)

Fuel Tank 3.3 qts (3.1L) Transmission Orec Mechanical, differential

Engine oil 0.6 qts. (0.6L) Wheel/
Track Size 13.5” (347mm) Rear

Start system Manual

Tilling Width 19.7” (500 mm)
Speeds F: 0 to 2.8 mph (0 to 4.5 km/h)

R: 0 to 0.7 mph (0 to 1.1 km/h)Tilling Diameter 13” (330 mm)

Tine 12 pcs Weight 185 lbs (84 kg)

TRAILBLAZER LS360

Engine Honda GX120
Dimensions 56” x 28” x 43” 

1690 mm x 590 mm x 970 mmNet Power 3.2 HP (SAE J1349)

Fuel Tank 2.1 qts (2.0L) Transmission Orec Heavy Duty, Brake Steering

Engine oil 0.6 qts. (0.6L) Track Size 6-1/4”  (160 mm)

Start system Manual
Speeds F: 0 to 2.1 mph (0 to 3.4 km/h)

R: 0 to 2.1 mph (0 to 3.4 km/h)Bed Size 36”L x 23”W (closed) 
43”L x37” W (expanded)

Max Load 661 lbs (300 kg) Weight 298 lbs (135 kg)

SNOW BULL SGW803

Engine Honda GX160
Dimensions 61” x 33” x 37”

1550mm x 840mm x 945 mmNet Power 4.8HP (SAE J1349)

Fuel Tank 3.3 qts. (3.1L) Transmission Orec original gear

Engine oil 0.61 qts. (0.58L) Track width 4.7” (120 mm)

Start system Recoil
Speeds F: 0 to 2.3 mph (0 to 3.7 km/h)

R: 0 to 1.8 mph (0 to 2.9 km/h)Plow Width 31.5” (800 mm)

Plow Height 13” (330 mm) Weight 165 lbs (75 kg)

Plow Angle -30, -15, 0, 15, 30 degrees

SNOW RHINO ZSG340

Engine Honda GX340
Dimensions 58 x 34 (46)* x 46 in

1470 x 863 (1168)*x 1160 mmNet Power 10.7 HP (SAE J1349)

Fuel Tank 1.61 Gallons (6.1L) Transmission Orec original zero turn

Engine oil 1.16 qts. (1.1L) Track width 6” (160 mm)

Start system Electric/Recoil
Speeds F: 0 to 5.6 mph (0 to 9.0 km/h)

R: 0 to 3.3 mph (0 to 5.4 km/h)Plow Width 34” (843 mm)
46”(1168 mm)* 

Plow Height 18” (457 mm) Weight 585 lbs (265 kg)

Plow Angle -30, -15, 0, 15, 30 degrees

WINGED BADGER ZGR42

Engine Vanguard 305777
Dimensions 71.2” x 54.3” x 45.6” 

1810 mm x 1380 mm x 1160 mmNet Power 16HP (SAE J1940)

Fuel Tank 5 Gallon (19L) Transmission Orec original zero turn

Engine oil 1.8 qt. (1.7L) 
Wheel Size F: 11” (280 mm)

R: 18”(457 mm)Start system Electric

Cutting Width 42” (1068 mm)
Speeds F: 0 to 7.3 mph (0 to 12.6 km/h)

R: 0 to 2.3 mph (0 to 3.8 km/h)Cutting Height 1.25” to 4” (32 mm to 102 mm)

Weight 705 lbs (320 kg)

CYCLONE WHEEL AHR662

Engine Honda GX270
Dimensions 75” x 32” x 39” 

1900mm x 800mm x 1000 mmNet Power 8.4HP (SAE J1349)

Fuel Tank 5.6 qts (5.3L) Transmission Orec Heavy Duty Clutch Steering

Engine oil 1.16 qts. (1.1L) Wheel/
Track Size 16” (400mm) Rear

Start system Manual

Cutting Width 25.6” (650 mm)
Speeds F: 0 to 2.1 mph (0 to 3.3 km/h)

R: 0 to 0.6 mph (0 to 0.9 km/h)Cutting Height 2” to 4” (50 mm to 100 mm)

Blades 38 pcs Flail Blades (Y shape) Weight 350 lbs (160 kg)

CYCLONE TRACK AHRC663

Engine Honda GX270
Dimensions 75” x 32” x 39” 

1900mm x 800mm x 1000 mmNet Power 8.4HP (SAE J1349)

Fuel Tank 5.6 qts (5.3L) Transmission Orec Heavy Duty Brake Steering

Engine oil 1.16 qts. (1.1L) Wheel/
Track Size 6-1/4” w Track

Start system Manual

Cutting Width 25.6” (650 mm)
Speeds F: 0 to 2.1 mph (0 to 3.3 km/h)

R: 0 to 0.6 mph (0 to 0.9 km/h)Cutting Height 2” to 4” (50 mm to 100 mm)

Blades 38 pcs Flail Blades (Y shape) Weight 452 lbs (205 kg)

* with extension
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