Zero-Turn
Track Flail Mower

For Professionals

ZHR800

Net Efficiency

1.46
Acres
/Hour

Power
11.7HP

Climbing
Ability
UPTO
20°

Product details may change without
notice for future improvement.
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ZHR800
Engine
Cutting Width
Cutting Height
Ground Speed
Dimensions
Weight

Honda GX390

31.5" (800mm)

1.18" to 3.5" (30mm to 80mm)

Up to 4.6mph (7.5km/h)

68"x40"x45" (1,725mmx1,000mmx1,140mm)
705.5 Ibs (320kg)

Zero-turn
operation

Maintenance
Position

High-durability flail blades
and cutting deck

®Flail blade

Efficiency is the key.

The combination of HST
mechanism, zero-turn

Independent left and right
HSTs make possible
zero-turn operation.
Smooth, waste-free travel
eliminates the stress of
reversing direction and
other maneuvers.

When replacing blades or
cleaning inside of the
cutting deck, it is easy and
effortless to work in the
maintenance position by
liting the rotary deck up.

(WARNING) Cutting grass in this
position is NOT ALLOWED.

46 blades enable take down tall grass,weeds,
blambles and even small saplings.

@ Cutting deck

The rotary cover features COR-TEN steel, which is
resistant to corrosion and rust, ensuring exceptional
durability.

capability, and a top speed of
4.6 mph not only allows for
more delicate operation but
also delivers approximately
twice the cutting efficiency
compared to the current HRC
series.




